
Total PCB Congener
TPH-DRO1 Analysis Results3

Sample Identification (µg/L) 1016 1221 1232 1242 1248 1254 1260 (pg/L)
Field Blank

Day 0 < 180 < 0.0034 < 0.0090 < 0.0033 < 0.0090 < 0.0065 < 0.0048 < 0.0055 147
Day 30 < 190 < 0.0034 < 0.0090 < 0.0033 < 0.0092 < 0.0067 < 0.0049 < 0.0056 99
Day 90 < 180 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 26

Method Blank
Day 30 < 180 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 640
Day 90 430 J < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 156

E4S5
Day 30 1,900 < 0.0032 < 0.0086 < 0.0031 < 0.0088 < 0.0065 < 0.0047 < 0.0054 2,948
Day 90 1,500 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 4,051

E2S2
Day 30 2,200 < 0.0034 <0.0090 < 0.0033 < 0.0092 < 0.0067 < 0.0049 < 0.0056 3,305
Day 90 1,900 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 4,601

E1S3
Day 30 3,900 < 0.0034 <0.0090 < 0.0033 < 0.0092 < 0.0067 < 0.0049 < 0.0056 3,202
Day 90 2,600 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 5,491

E3S5
Day 30 < 190 < 0.0034 <0.0090 < 0.0033 < 0.0092 < 0.0067 < 0.0049 < 0.0056 2,721
Day 90 1,900 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 29,494*

E4S3
Day 30 4,500 < 0.0034 <0.0090 < 0.0033 < 0.0092 < 0.0067 < 0.0049 < 0.0056 6,029
Day 90 3,000 < 0.0033 < 0.0087 < 0.0032 < 0.0089 < 0.0065 < 0.0047 < 0.0055 9,338

Notes:
1 - USEPA Method 8015B
2 - USEPA Method 608/8082
3 - USEPA Method 1668A

TPH-DRO - Total petroleum hydrocarbons diesel-range organics
PCB - polychlorinated biphenyls
µg/L - micrograms per liter
pg/L - picograms per liter
J - Result is less than the reporting limit (RL) but greater than or equal to the method detection limit (MDL) and the concentration is an approximate value
<0.0090 - indicates the constituent was not detected at the given method detection limit

* - Considered anomolous; congener profile not representative of previous analyses; congener distribution (by percentage of total concentration) has never been 
detected in any previous analysis conducted at this site for over 10 years, including the ISS Pilot Testing results.

Wilmington, Delaware

PCB Aroclor Analysis Results (µg/L)2

Table 6-3
ISS Pilot Study Laboratory Analytical Results

pH, TPH-DRO, PCB Aroclors, and PCB Congeners 

Amtrak Former Fueling Facility
4001 Vandever Avenue


